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Abstract
District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
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Abstract 
It is predicted that 3.2% annual rise of energy consumption in developing countries. This means that there is a need to reduce 
energy consumption. One of the methods is through reducing cooling load in buildings since opportunities are present in it. This 
study aims to investigate the existing methods for cooling load reduction and to compare and recommend the most suitable method 
for Malaysian conditions. Several existing methods for cooling load reduction were researched and after applying parameters such 
as effectiveness, availability of material and practicality of method’s application, three methods were selected. These methods were 
wall insulation by polystyrene, single low-emissivity window glazing and white painted roof. CFD analysis using ANSYS© Fluent 
was then performed to observe the effect of temperature and energy consumption reduction. The case study was done on Seminar 
Room 1 in Heriot-Watt University Malaysia (Seminar Room 1). It was found that application of all methods used together has the 
most temperature and energy consumption reduction (0.980C and 9.5% monthly energy reduction). However, in terms of cost 
effectiveness, wall insulation was discovered to be the most cost-effective method. It was concluded that wall insulation is the most 
suitable cooling reduction method since it has second highest temperature reduction and the most cost-effective method. 
 
© 2017 The Authors. Published by Elsevier Ltd. 
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1. Introducti n 
An ncrease of 48% in global energy consumption is exp cted to occu  from 2012-2040[1]. It is predicte  that 
energy consumption in developing countries (Southeast Asia, Middle East, South America and Africa) rises annually 
by 3.2% [2]. The increase in energy consumption results in more carbon dioxide emissions which is one of the 
greenhouse gases. An increase in concentration of greenhouse gases resulted in increase of Earth’s temperature by 2o-
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4o Celsius which also raised the sea level by 30-60 cm [3]. Hence there is a need to reduce energy consumption as 
increase in it has negative impact to the environment. 
About 20-40% of total energy consumption in developed countries is accounted for buildings [2]. Figure 1 shows 
that buildings are the second highest sector that consume energy in South East Asia. It can be observed from figure 1 
that there will be around 60 Mtoe (697800 kWh) increase from 2013 to 2040 in building energy consumption [4].  
 
Fig. 1. Final Energy Consumption of Sectors in South East Asia [4] 
About 64% of total energy consumed in a typical Malaysia office building is used for air-conditioning [5]. The use 
of air-conditioning is essential in the Malaysian environment as Malaysia is a tropical country with a constant average 
temperature of 28-32oC throughout the year [6]. 
Based on the statistics stated above, it could be observed that there are opportunities to save energy in the building 
sector.  One of the methods is to reduce the cooling load in buildings. Cooling load is defined as the amount of heat 
that needs to be removed to achieve the designed temperature and humidity [7]. 
The main objective of this work is to study various methods of passive cooling in buildings and to compare and 
recommend passive cooling methods suitable for Malaysian conditions. Three methods selected out of various 
suggested ones are discussed in detail and compared in terms of efficiency in reducing cooling load and cost 
effectiveness. 
2. Literature Review 
Passive methods in cooling load reduction can be referred as alterations implemented to the building to reduce the 
cooling load. Meanwhile an active method is defined as improvements in the HVAC unit of the building [8]. In this 
work, only passive method would be discussed. The methods discussed here are segregated based on improvement 
brought about in various building entities. 
2.1. Wall 
The wall is one of the important parts of the building envelope. Thermal and acoustic comfort could be provided 
by wall and its thermal insulation value is crucial. The wall thermal insulation value is important as the building’s 
energy consumption is heavily affected by it [9].  
One of the research work depicts the use of polyethylene aluminum single bubble insulation to the wall of lecture 
hall and found out that this insulation reduces the inside temperature by 2.70C and hence cooling load reduction was 
obtained [10]. Another researcher used polystyrene of 50 mm thick polystyrene on both external and internal wall of 
the apartment building in Hong Kong which resulted in 38% reduction of yearly space cooling load [11]. A 2cm thick 
polyurethane was installed on external walls of house in Qatar and up to 28% cooling load reduction is achieved [12]. 
All the methods mention above reduce both convective and conductive heat transfer coefficient which resulted in less 
heat moving into the room. 
Installation of phase change material, material that stores latent heat,can be done in the interior wall of the building. 
Combination of phase change material along with night ventilation reduce cooling load. At afternoon, the phase 
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change material absorbs the latent heat while it releases it back to the room at night. The night ventilation will then 
remove the heat out of the room. A simulation work showed that the use of phase change material along with night 
ventilation in Iran reduced 47% of cooling load [13]. However, the use of phase change material in Southeast Asia is 
uncommon as the temperature at night is constantly more than 20OC. The heat released from phase change material 
might not be removed naturally and hence would require extra cooling [14].  
2.2. Lighting 
Minor adjustment to lighting system in a building could lead to cooling load reduction. A research in Korea showed 
that by simply replacing fluorescent light by LED light in a building would bring in a cooling load reduction of about 
0.86% [15]. Although this is a very practical method of reducing cooling load (easy to implement and economic), the 
reduction achieved is insignificant compared to other methods.  
2.3. Overhang 
Another method to reduce heat gain from solar radiation is by installing overhang. Direct solar radiation is being 
prevented to enter window using overhang. The length of overhang affects the cooling load reduction.It could be 
observed that the longer the overhang, larger is the cooling load reduction [16]. Valladares-Rendón and Lo shows that 
the use of overhang could lead to cooling load reduction of 4.41% on 17th floor and 8.92% on 18th floor [17]. 
Meanwhile, Florides et.al analyzed that by using 1.5m overhang in a house resulted in 7% annual cooling load 
reduction [16]. Implementation of overhang however is not practical as additional construction is needed and might 
cause some parts of the building to be completely reworked.  
2.4. Window 
The properties of windowpanes that are usually taken into consideration are visible transmittance, U-factor and 
solar heat gain coefficient (SHGC) and should have low values for a reduced heat gain. The typical glazing that are 
applied in building is low emissivity glazing as it has good visible transmittance, low U-factor and low SHGC [18]. 
An analysis on the effect of using low emissivity glazing window and cooling load was done in buildings in 
Putrajaya, Malaysia by Nazi et al. and discovered that 3.1% cooling load reduction could be obtained [19]. Meanwhile 
Al-Tamimi and Fadzil discovered the usage of double glazing low emissivity glass ina high rise residential building 
located in Penang Malaysia reduced theannual cooling by 5.8% [20].On the other hand based on the study done in one 
of the high rise residential building in Turkey, usage of double glazed pyrolytic coated low emissivity window reduces 
40.29% of annual energy consumption compared with usage of clear window [21].   
2.5. Building Orientation 
The building orientation is another factor which affects cooling load. The best orientation for a building is the one 
that would receive minimum amount of solar radiation in summer and maximum during winter. Countries located in 
equator such as Malaysia and Singapore receives strong solar radiation along east and west direction. A study by 
Wong and Li claimed that in Singapore, buildings facing north and south have 8.57%-11.54% less cooling load 
compared to the buildings facing east and west [22]. Research done by Gupta [23] in India supported the claim by 
Wong and Li. Meanwhile, Chenvidyakarn [24] suggested that by adjusting the shorter side of building against 
direction of strongest solar radiation and longer side of building to block the prevailing wind, cooling load can be 
reduced. The constraint faced with building orientation is that it needs to be applied before the building is built and 
any changes made to change the orientation after that is impractical.  
2.6. Natural Ventilation 
Applying cross ventilation to a building is one of the traditional method to provide thermal comfort as well as 
reducing indoor temperature. However, several limitations such as climate and wind direction prevent this method 
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from being widely used [25]. The possibility of using natural ventilation is further eliminated by modern buildings 
which is mostly made up from glass as opening of windows are not allowed in these type of buildings [26]. 
2.7. Roof 
Roof is a major part of building that receive/loss high amount of heat gain since it is very susceptible to solar 
radiation and environmental changes. Kotak et.al simulated that installation of roof top solar PV can decrease 73%-
90% cooling load in urban areas in India. It is also suggested that at least 11.9 MWh of electricity can be generated 
annually from 90 m2 PV roof [27]. The problem faced with it is that the installation cost is very high.  
According to Alvarado et.al applying polyurethane as insulator and aluminum as reflector, reduces heat flux by 
88% [28].  
Light wavelength is reflected by white color so that less sunlight is absorbed and converted into heat [29]. By using 
the idea, simple adjustment on the roof to reduce cooling load is plausible by painting the roof with white paint. 
Applying white paint on roof has proven to bring in a drop of6.5oC on average in the room temperature as stated by 
Amer [30]. Evaporative cooling is a process that relied on the effect of water evaporation which acts as natural heat 
sink. One of the method to integrate evaporative cooling into building is porous roof. Raeissi and Taheri reported the 
use of shaded pond roof reduces 78.97% of cooling load in Iran [31]. The limitation of this method is that it is difficult 
to maintain the water level due to evaporation. 
 
A few methods were to be selected out of the methods discussed above. The main parameters that needs to be 
considered to select the methods are the availability of the material in Malaysia, the practicality of applying the method 
in the existing condition and effectiveness of reducing the cooling load. However, it should be noted as the program 
used for simulation is ANSYS©, not all methods are plausible to be simulated (e.g. Venetian blind and overhang). 
After reviewing the 3 main parameters, the methods selected were painting the roof white, low emissivity glazing 
window and polystyrene insulation on wall. 
3. Methodology 
The methodology followed for this work is discussed in brevity  
3.1. Room modelling 
One of the room in Heriot Watt University Malaysia is selected to be the case study room which is seminar room 
1. It could be selected as the room has high window to wall ratio which is similar to modern office buildings in 
Malaysia. An optimal window to wall ratio for office building is estimated to be around 0.30-0.45.  
A model of the room is generated using the software CREO 2.0 as 3D model is required. Input data for the room 
was measured by student as the university does not provide details for the room. The data were: 
• Dimension of the room (Floor area of 83.31 m2 and wall height of 3.09 m) 
• Dimension of the windows (1.34 m x 0.64 m) 
• Number of window (25) 
• Dimension of door (2.37 m x 1.47 m) 
• Number of air conditioners (4) 
Assumptions to the several data were also made. These assumptions were: 
• Number of occupants in the room is set to be 20 
• Air conditioning temperature is set to be 250C (ASHRAE Room comfort condition) 
• All electronic appliances (computer, projector and lamps) and equipment are neglected 
• Outdoor temperature data from meteorological department (310 C) 
• Clear window is used 
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Figure 2 CAD Drawing of the Room                                                                                Figure 3 CAD drawing of ROOM meshed.  
Next the boundary condition zone for the room was assigned. The 4 holes represent the air conditioner in the room 
and is also the inlet. Airflow of the air conditioner is set to be 0.34 m/s [9]. The door of the room is made into hollow 
so that it could serve as the outlet. 
3.2. Temperature Analysis 
After each simulation is done, the average temperature should be taken to analyse its effect to cooling load 
reduction. Assumptions were made before the formula for cooling load reduction could be determined. The 
assumptions were: 
 Steady-state heat transfer,  Constant internal load and  The fluids (air) property is independent of temperature 
Following the assumptions, these equations can be used to determine the cooling load: 









                                                                          (1) 
Where U is overall heat transfer coefficient (W/m2K), h is convective heat transfer coefficient (W/m2K), A is area 
(m2), x is wall thickness (m), k is thermal conductivity (W/mK). 
𝑄𝑄1 = 𝑈𝑈𝑜𝑜𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝐴𝐴(𝑇𝑇2 − 𝑇𝑇1)                                                                                        (2) 
Where Q1 is heat due to convection and conduction in kW, T2 is outside temperature in K, T1 is average 
temperature of room in K 
𝑄𝑄𝑂𝑂𝑂𝑂𝑟𝑟𝑖𝑖𝑂𝑂𝑖𝑖𝑖𝑖𝑂𝑂𝑂𝑂 =  𝜀𝜀 𝐴𝐴 𝜎𝜎 (𝑇𝑇2
4 − 𝑇𝑇1
4)                                                                                (3) 
Where Qradiative is heat due to radiation in kW, 𝜀𝜀 is emissivity coefficient, 𝜎𝜎 is Stefan-Boltzmann constant (5.6703 
10-8 W/m2K4).  
𝑄𝑄𝑖𝑖𝑜𝑜𝑖𝑖𝑂𝑂𝑂𝑂 =  𝑄𝑄𝑐𝑐𝑜𝑜𝑐𝑐𝑂𝑂𝑂𝑂𝑐𝑐𝑖𝑖𝑖𝑖𝑂𝑂𝑂𝑂 + 𝑄𝑄𝑂𝑂𝑂𝑂𝑟𝑟𝑖𝑖𝑂𝑂𝑖𝑖𝑖𝑖𝑂𝑂𝑂𝑂                                                                         (4) 
Where QTotal is the total cooling load of the room in kW 
3.3. Energy and Cost Analysis 
The total energy consumption can be calculated using the following formula: 
𝐸𝐸 = 𝑄𝑄𝑇𝑇𝑜𝑜𝑖𝑖𝑂𝑂𝑂𝑂 𝑥𝑥 𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂 ℎ𝑜𝑜𝑜𝑜𝑂𝑂𝑜𝑜                                                                           (5) 
Where E is energy consumption in kWh 
The cost of energy consumption can be calculated by: 
𝐸𝐸𝐸𝐸𝑂𝑂𝐸𝐸𝑂𝑂𝑂𝑂𝑂𝑂𝐸𝐸𝑂𝑂𝑂𝑂𝐸𝐸 𝐶𝐶𝑜𝑜𝑜𝑜𝑂𝑂 = 𝑇𝑇𝑜𝑜𝑂𝑂𝑂𝑂𝐸𝐸 𝐸𝐸𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝐸𝐸 𝐶𝐶𝑜𝑜𝑂𝑂𝑜𝑜𝑜𝑜𝐶𝐶𝑂𝑂𝑂𝑂𝑂𝑂𝑜𝑜𝑂𝑂 𝑥𝑥 𝐸𝐸𝐸𝐸𝑂𝑂𝐸𝐸𝑂𝑂𝑂𝑂𝑂𝑂𝐸𝐸𝑂𝑂𝑂𝑂𝐸𝐸 𝑃𝑃𝑂𝑂𝑂𝑂𝐸𝐸𝑂𝑂                                  (6) 
The amount of money saved by implementation of the methods is then calculated using the formula: 
𝑀𝑀𝑜𝑜𝑂𝑂𝑂𝑂𝐸𝐸 𝑜𝑜𝑂𝑂𝑠𝑠𝑂𝑂𝑠𝑠 = 𝐼𝐼𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝐸𝐸 𝑂𝑂𝑜𝑜𝑝𝑝𝑂𝑂𝑂𝑂 𝐸𝐸𝑜𝑜𝑜𝑜𝑂𝑂 − 𝑂𝑂𝑜𝑜𝑝𝑝𝑂𝑂𝑂𝑂 𝐸𝐸𝑜𝑜𝑜𝑜𝑂𝑂 𝑝𝑝𝑂𝑂𝑂𝑂ℎ 𝐶𝐶𝑂𝑂𝑂𝑂ℎ𝑜𝑜𝑠𝑠𝑜𝑜 𝑂𝑂𝑂𝑂𝑂𝑂𝐸𝐸𝑂𝑂𝑂𝑂𝑠𝑠         (7) 
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4. Results 
Simulation studies were conducted like that done by Venkiteswaran et. al [32]. The results are depicted here in 
concise. 
4.1. Temperature Contour of the Room 
The three cases viz. Polystyrene-Insulated Room, White Painted Roof Room, Low-E Glazed Room were 
investigated separately. For brevity, only results of the combination of all methods is depicted and discussed.  
The results are shown below are from the simulation using a combination of all the methods of passive cooling. 
 
 
Figure 4 Temperature Contour of All Methods Applied, from three different angles. 
It is observed that the air conditioners can cool the room efficiently as the temperature is evenly distributed. The 
temperature of the window and area of room near window is lowest compared with previous cases which could be 
observed from temperature contour.  Average temperature for this case is 298.93 K which is also the lowest compared 
with all previous cases. This resulted in the lowest cooling load of the room.  
The summarized results for each simulation are then shown in the table below: 
Table 1 Table of Summarized Temperature Reduction for Each Method 
Method Average Temperature (K) Temperature Reduction (0C) 
No Method 299.91 - 
Wall Insulation 299.10 0.81 
White Painted Roof 299.80 0.11 
Low e-glass 299.55 0.36 
All Methods 298.93 0.98 
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Figure 5 Temperature Contour of All Method's Iso-surface at normal human interaction level. 
4.2. Energy Consumption Analysis 
It is assumed that the air conditioners of the room operate for duration of 8 hours daily and there are 20 working 
days in a month. The room energy consumption for each method are then tabulated in the table below: 
Table 2 Table of Energy Consumption 








No Method 4.95 792 - - 
Wall Insulation 4.63 740.8 51.2 6.5 
Roof 4.87 779.2 12.8 1.6 
Low-e Glass 4.74 758.4 33.6 4.2 
All Methods 4.48 716.8 75.2 9.5 
 
The result from table 3 shows that application of white paint give the least monthly energy reduction followed by 
single low-e glass glazing, wall insulation and all three methods applied and is further justified by the temperature 
reduction. Meanwhile by applying all three methods, highest temperature reduction is obtained and hence highest 
energy reduction is also obtained.  
The electricity cost is then calculated based on the electricity tariff by Tenaga Nasional Berhad. The commercial 
tariff for the first 200 kWh is 43.5 cent per kWh and 50.9 cent per kWh for 201 kWh onwards [33]. The following 
table shows the monthly electricity cost for each method. 




From table 4, applying all methods to the room resulted in the most money saved monthly while painting the roof 
white resulted in the least money saved. This is due to applying all methods has highest energy reduction followed by 
wall insulation, single low e-glass glazing and lastly white painted roof. 
4.3. Cost effectiveness 
The cost of implementation of each method is then discussed. Application of single low emissivity glazing to clear 
windows costs about RM20 per square feet while purchasing of 50 mm polystyrene costs RM 7 per square meter. 5 
litres of weatherproof white paint that could last until 5 year costs RM 190.  








No Method 792 388.33 - - 
Wall Insulation 740.8 362.27 26.06 6.7 
Roof 779.2 381.82 6.51 1.7 
Low-e Glass 758.4 371.23 17.1 4.4 
All Methods 716.8 350.05 38.28 9.9 
2696 Vinod Kumar Venkiteswaran  et al. / Energy Procedia 142 (2017) 2689–2697
8 Jason/ Energy Procedia 00 (2017) 000–000 
The total area of wall to be insulated is 93.8 m2 and it cost around RM 656.6 for its implementation. Meanwhile the 
total area of window is 21.44 m2 and this translate into RM 428.8 for its implementation. On the other hand, 1 litre of 
paint could cover an area of 12 m2 and since the total area is 116 m2, 2 buckets of 5 litres paint is needed. This cost 
about RM 380. The return of investment is then calculated as show in the table below: 
Table 4.  Cost Implementation and Return on Investment 
Method Monthly Money Saving (RM) Cost of Implementation (RM) Return on Investment (ROI) 
(months) 
Wall Insulation 26.06 656.6 25 
White-painted Roof 6.51 380 58 
Low-e Glazing 17.1 428.8 25 
All methods 38.28 1840.6 38 
 
From table above, it is showed that the fastest return of investment is achieved by the implementation of white paint 
to the roof. However, it should be noted that the roof need to be repainted every 5 years (60 months). The ROI with 
application of all three methods together is about 3 years which is quite justified in terms of energy saving.  
Therefore, based on current results, wall insulation is the most cost-effective method along with Low-e Glazing. 
Although it has longer return of investment compared with white-painted roof, the polystyrene does not need to be 
replaced every 5 years like the white paint.  
5. Conclusions 
Several existing methods of passive cooling load reduction were studied and compared based on some parameters. 
This resulted in selection of three methods out of all studied methods; wall insulation by polystyrene, white painted 
roof and single low emissivity window glazing. Computational fluids dynamics using ANSYS Fluent was then carried 
out to see the effect of implementation of each method to average temperature of the room and cooling load of the 
room. One of the room in Heriot-Watt University Malaysia (Seminar room 1) is chosen as the test room.  
The results show that application of all three methods together produce highest reduction in temperature and cooling 
load (0.980C and 75.2 kWh) followed by wall insulation (0.810C and 51.2 kWh) then low emissivity glazing (0.360C 
and 33.6 kWh) and lastly white painted roof (0.110C and 12.8 kWh). However, in terms of implementation cost and 
return of investment wall insulation has the most economical effectiveness followed by white painted roof, application 
of all three methods and lastly low emissivity glazing. Therefore, the most suitable method in terms of effectiveness 
and economical reason is wall insulation by 50 mm thick polystyrene.   
This research can be further developed by performing transient state of the model. This is mainly because outside 
temperature varies every minute. Hence by performing transient analysis of the model, wider range of results can be 
obtained.   
In this research, direction of solar radiation is not considered. However, in reality, the direction of solar radiation 
keeps changing every hour. The solar radiation affects the temperature of the room as it is one source of heat gain for 
the room. Thus, hourly solar radiation direction should be considered for future research.  
For this research, all furniture is neglected and all electronic equipment are turned off. For future research, both 
furniture and electronic equipment should be included in research as it might have effect to cooling load of the room 
Acknowledgements 
Authors would like to sincerely thank Heriot Watt University Malaysia for the computing facilities and 
encouragement throughout the entire project.  
References 
[1]World energy demand and economic outlook, chapter 1, International Energy Outlook, May2016, available at 
www.eia.gov/outlooks/ieo/pdf/0484(2016).pdf  [accessed on 5th Oct 2016]. 
[2] L. Pérez-Lombard, J. Ortiz and C. Pout, "A review on buildings energy consumption information", Energy and Buildings, vol. 40, no. 3, pp. 
394-398, 2008. 
 Vinod Kumar Venkiteswaran  et al. / Energy Procedia 142 (2017) 2689–2697 2697
 Jason and Vinod/ Energy Procedia 00 (2017) 000–000 9 
[3] S. Bilgen and İ. Sarıkaya, "Exergy for environment, ecology and sustainable development", Renewable and Sustainable Energy Reviews, vol. 
51, pp. 1115-1131, 2015. 
[4] International Energy Agency, Southeast Asia Energy Outlook, 2015. 
[5] A. Chan Seong Aun, "GREEN BUILDING INDEX – MS1525 Applying MS1525:2007 Code of Practice on Energy Efficiency and Use of 
Renewable Energy for Non-Residential Buildings", in CPD Seminar 14th February 2009, Malaysia, 2009. 
[6] Kuala Lumpur, Kuala Lumpur Weather Averages | Monthly Average High and Low Temperature | Average Precipitation and Rainfall days | 
World Weather Online", Worldweatheronline.com, 2016. [Online]. Available: http://www.worldweatheronline.com/kuala-lumpur-weather-
averages/kuala-lumpur/my.aspx. [Accessed: 02- Oct- 2016]. 
 [7] F. Causone, S. Corgnati, M. Filippi and B. Olesen, "Solar radiation and cooling load calculation for radiant systems: Definition and evaluation 
of the Direct Solar Load", Energy and Buildings, vol. 42, no. 3, pp. 305-314, 2010. 
[8] S. Sadineni, S. Madala and R. Boehm, "Passive building energy savings: A review of building envelope components", Renewable and 
Sustainable Energy Reviews, vol. 15, no. 8, pp. 3617-3631, 2011. 
[9] Christian JE and Kosny J, Thermal Performance and wall ratings, 2006 
[10] Muhieldeen, M.W., Adam, N.M. and Salman, B.H, ‘Experimental and numerical studies of reducing cooling load of lecture hall’, Energy and 
Buildings, vol. 89, pp. 163–169. doi: 10.1016/j.enbuild.2014.12.026, 2015 
[11] Bojić, M. and Yik, F, ‘Cooling energy evaluation for high-rise residential buildings in Hong Kong’, Energy and Buildings, 37(4), pp. 345–
351. doi: 10.1016/j.enbuild.2004.07.003, 2005 
[12] Kharseh, M. and Al-Khawaja, M, ‘Retrofitting measures for reducing buildings cooling requirements in cooling-dominated environment: 
Residential house’, Applied Thermal Engineering, vol. 98, pp. 352–356. doi: 10.1016/j.applthermaleng.2015.12.063, 2016 
[13] Solgi, E., Fayaz, R. and Kari, B.M., ‘Cooling load reduction in office buildings of hot-arid climate, combining phase change materials and 
night purge ventilation’, Renewable Energy, vol. 85, pp. 725–731. doi: 10.1016/j.renene.2015.07.028, 2016 
[14] Lei, J., Yang, J. and Yang, E.-H., ‘Energy performance of building envelopes integrated with phase change materials for cooling load reduction 
in tropical Singapore’, Applied Energy, vol. 162, pp. 207–217. doi: 10.1016/j.apenergy.2015.10.031, 2016 
[15] Ahn, B.-L., Jang, C.-Y., Leigh, S.-B., Yoo, S. and Jeong, H. ‘Effect of LED lighting on the cooling and heating loads in office buildings’, 
Applied Energy, vol. 113, pp. 1484–1489. doi: 10.1016/j.apenergy.2013.08.050, 2014 
[16] Florides, G.A., Tassou, S.A., Kalogirou, S.A. and Wrobel, L.C., ‘Measures used to lower building energy consumption and their cost 
effectiveness’, Applied Energy, 73(3-4), pp. 299–328. doi: 10.1016/s0306-2619(02)00119-8, 2002 
[17] Valladares-Rendón, L.G. and Lo, S.-L.,  ‘Passive shading strategies to reduce outdoor insolation and indoor cooling loads by using overhang 
devices on a building’, Building Simulation, vol. 7, no. 6,  pp. 671–681. doi: 10.1007/s12273-014-0182-7, 2014 
[18] Chow, T., Li, C. and Lin, Z. ‘Innovative solar windows for cooling-demand climate’, Solar Energy Materials and Solar Cells, vol. 94, no. 2, 
pp. 212–220. doi: 10.1016/j.solmat.2009.09.004, 2010 
[19] Wan Mohd Nazi, W.I., Royapoor, M., Wang, Y. and Roskilly, A.P.,  ‘Office building cooling load reduction using thermal analysis method – 
A case study’,Applied Energy, . doi: 10.1016/j.apenergy.2015.12.053, 2015 
[20] Al-Tamimi, N. and Fadzil, S.F.S. ‘Energy-efficient envelope design for high-rise residential buildings in Malaysia’, Architectural Science 
Review, vol. 55, no. 2, pp. 119–127. doi: 10.1080/00038628.2012.667938,2012 
[21] Yaşar, Y. and Kalfa, S.M.,  ‘The effects of window alternatives on energy efficiency and building economy in high-rise residential buildings 
in moderate to humid climates’, Energy Conversion and Management, vol. 64, pp. 170–181. doi: 10.1016/j.enconman.2012.05.023, 2012 
[22] Wong, N.H. and Li, S. ‘A study of the effectiveness of passive climate control in naturally ventilated residential buildings in Singapore’, 
Building and Environment, vol. 42, no. 3, pp. 1395–1405. doi: 10.1016/j.buildenv.2005.11.032, 2007 
[23] Gupta, V. ‘Natural Cooling of Buildings-A Review’. Review of by, no date 
[24] Chenvidyakarn, T. ‘Review Article: Passive Design for Thermal Comfort in Hot Humid Climates’, Journal of Architectural/Planning Research 
and Studies, vol. 5, no. 1, p. 8, 2007 
[25] Mochida, A., Yoshino, H., Miyauchi, S. and Mitamura, T.  ‘Total analysis of cooling effects of cross-ventilation affected by microclimate 
around a building’,Solar Energy, vol. 80, no. 4, pp. 371–382. doi: 10.1016/j.solener.2005.08.014, 2006 
[26] Geetha, N. and Velraj, R., Passive cooling methods for energy efficient buildings with and without thermal energy storage – A review. Energy 
Education Science and Technology Part A: Energy Science and Research, vol. 29, no. 2, 2012 
[27] Kotak, Y., Gago, E., Mohanty, P. and Muneer, T. ‘Installation of roof-top solar PV modules and their impact on building cooling load’, 
Building Services Engineering Research and Technology, vol. 35, no. 6, pp. 613–633. doi: 10.1177/0143624414527098, 2014 
[28] Alvarado, J.L., Terrell, W. and Johnson, M.D.  ‘Passive cooling systems for cement-based roofs’, Building and Environment, vol. 44, no. 9, 
pp. 1869–1875. doi: 10.1016/j.buildenv.2008.12.012, 2009 
[29] Raeissi, S. and Taheri, M.  ‘Cooling load reduction of buildings using passive roof options’, Renewable Energy, vol. 7, no.3, pp. 301–313. 
doi: 10.1016/0960-1481(95)00123-9, 1996 
[30] UCSB Science Line", Scienceline.ucsb.edu, 2015. [Online]. Available: http://scienceline.ucsb.edu/getkey.php?key=3873. [Accessed: 17- Oct- 
2016]. 
[31] Amer, E.H. ‘Passive options for solar cooling of buildings in arid areas’, Energy, vol. 31, no.8-9, pp. 1332–1344. doi: 
10.1016/j.energy.2005.06.002, 2006 
[32] V. K Venkiteswaran, W. D. Lern and S. S. Ramachanderan, ‘A Case Study on the Use of Harvested Rainwater to Operate Passive Cooling 
Water Wall (PCWW) for SEGi University Tower’, Energy Procedia, Volume 105, Pages 419–426, May 2017. 
[33] Tenaga Nasional Malaysia, Pricing and Tariff, 2014, http://www.tnb.com.my/business/for-commercial/pricing-tariff.html, (Accessed 29 April 
2015). 
